
BEDIENUNGSANLEITUNG  I  USER MANUAL



DE  VOR DER EINRICHTUNG
Wählen Sie bitte ein Objekt in etwa 20 bis 30 m Entfernung und richten Sie das Fernglas während der  
gesamten Einrichtung stets auf dasselbe Objekt.
Wenn Sie ohne Brille schauen: (empfohlen, wenn sich die Sehstärke Ihrer beiden Augen nicht stark unterscheidet)
Drehen Sie beide Augenmuscheln ganz heraus bzw. stellen Sie sie so ein, dass Sie ein vollständig rundes Sehfeld  
ohne halbmondförmige Abschattungen sehen.
Wenn Sie mit Brille schauen: Drehen Sie die Augenmuscheln ganz hinein bzw. stellen Sie sie so ein, dass Sie ein  
vollständig rundes Sehfeld ohne halbmondförmige Abschattungen sehen.

EINRICHTEN – SCHRITT 1: Augenabstand einstellen
Zum Einstellen der Pupillendistanz (IPD) halten Sie das Fernglas in Beobachtungsposition und bewegen  
beide Fernglashälften näher zusammen oder weiter auseinander, bis Sie ein einziges rundes Sehfeld sehen.

EINRICHTEN – SCHRITT 2: Dioptrienausgleich einstellen
Wenn die Sehstärke Ihrer Augen unterschiedlich ist, können Sie dies mit den folgenden Schritten ausgleichen:
1. �Decken Sie das rechte Objektiv mit der rechten Hand ab. Schauen Sie mit dem linken Auge durch das Fernglas  

und drehen Sie das zentrale Fokussierrad, bis das anvisierte Objekt scharf erscheint.
2. �Nehmen Sie anschließend die rechte Hand wieder vom Objektiv (dieser Schritt ist wichtig, damit die weiteren  

Einstellungen korrekt durchgeführt werden können).
3. �Decken Sie nun das linke Objektiv mit der linken Hand ab. Schauen Sie mit dem rechten Auge durch das rechte Okular 

und drehen Sie den Dioptrienausgleich, bis das Bild auch für das rechte Auge scharf ist.

EINRICHTEN – SCHRITT 3: Scharfstellen und beobachten
Ihr wasserdichtes Fernglas ist nun auf Ihre persönliche Sehstärke eingestellt. Ab jetzt können Sie die Schärfe für das  
anvisierte Objekt mit dem zentralen Fokussierrad einstellen.

1  Für Benutzer ohne Brille    2  Für Benutzer mit Brille    3  Drehbare Augenmuscheln    4  Zentrales Fokussierrad

5  Dioptrienausgleichsrad    6  Linke Fernglashälfte    7  Rechte Fernglashälfte    8  Objektivlinsen



EN  BEFORE SETUP
Please select an object approximately 20 m – 30 m from you and please remain targeting at the same object  
throughout the whole setup procedure.
If you are viewing with naked eyes: (strongly recommended if you do not bear much eye strength difference)
Rotate both the eyecup up to the top of adjust the eyecup until you see a complete round field of view  
without moon-shape blackout.
If you are viewing with sun/eyeglasses: Rotate the eyecup down to the bottom or adjust the eyecup  
until you see a complete round field if view without moon-shape blackout.

SETUP STEP 1: Adjusting distance between your eyes
To adjust the IPD (Interpupillary Distance), i.e. the distance between your eye pupils, hold your binoculars  
at observation position then move both barrels closer or further until you see a single round field of view.

SETUP STEP 2: Compensating diopter difference
If you eyes strength is different between each other, you will need to compensate your eye strength difference  
with the following steps:
1. �Cover right objective lens with your right hand palm, see through the left eye and rotate center focus wheel  

until your left eye sees the sharpest image of the targeted object.
2. �You may now take your right hand from the right objective (this is very important or you could have problem proceed)
3. �Now cover left objective with your left hand palm, see through the right barrel through your right eye and  

rotate the diopter compensation wheel until your right eye sees the sharpest image.

STEUP STEP 3: Focus and enjoy
Your waterproof binoculars are now properly set for your own eye strength.
You may now rotate the center focus wheel to adjust clarify for your targeting object.

1  For user without glasses    2  For user with glasses    3  Twist-up eyecups    4  Center focus wheel

5  Diopter compensation wheel    6  Left barrel    7  Right barrel    8  Objective lens
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VIEW PRO 8x34 (Art. 65210)  I  VIEW PRO 8x42 ED (Art. 65200)
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